TABLE 10-7D

Steel Truss' Framed Ceiling U, with R-10 Sheathing

Cavity Truss  Span (ft)

R-value 12 14 16 18 20 22 24 26 28 30 32 34 36
19 0.0626 | 0.0606 | 0.0590 | 0.0578 | 0.0569 | 0.0561 | 0.0555 | 0.0549 | 0.0545 | 0.0541 | 0.0537 | 0.0534 | 0.0531
30 0.0458 | 0.0437 | 0.0422 | 0.0410 | 0.0401 | 0.0393 | 0.0387 | 0.0381 | 0.0377 | 0.0373 | 0.0369 | 0.0366 | 0.0363
38 0.0394 | 0.0374 | 0.0359 | 0.0347 | 0.0337 | 0.0330 | 0.0323 | 0.0318 | 0.0313 | 0.0309 | 0.0305 | 0.0302 | 0.0299
49 0.0339 | 0.0319 | 0.0304 | 0.0292 | 0.0283 | 0.0275 | 0.0268 | 0.0263 | 0.0258 | 0.0254 | 0.0251 | 0.0247 | 0.0245

1. Assembly values based on 24 inch on center truss spacing; 11 Truss member connections penetrating insulation (4 at
the eaves, 7 in theinterior space); 2 inch drywall ceiling; al truss members are 2x4 "C" channels with a solid web.

2. Ceiling sheathing installed between bottom chord and drywall.
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